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 For the ease of CAD constructions involving GW Fyrhed distribution patterns, the spray profiles for each      
 nozzle type is available as 3D model in STEP file format. Please contact GW Sprinkler. 
 
    GW Fyrhed: 
 
      Fyrhed C, K26        Fyrhed C, K26         Fyrhed L, K40         Fyrhed L, K40        Fyrhed D, K49        Fyrhed D, K49 
      80° @ 3,5 bar         80° @ 5,0 bar          55° @ 3,5 bar         55° @ 5,0 bar         65° @ 3,5 bar          65° @ 5,0 bar  
 
 
 
 
 
 
 
 
      Fyrhed E, K65        Fyrhed E, K65         Fyrhed F, K89        Fyrhed F, K89        Fyrhed G, K104     Fyrhed G, K104 
      80° @ 3,5 bar          80° @ 5,0 bar         85° @ 3,5 bar         85° @ 5,0 bar         90° @ 3,5 bar        90° @ 5,0 bar  
 
 
 
 
 
 
 
 
    
    GW Fyrhed – Wide Angle: 
 
      Fyrhed WM, K21    Fyrhed WM, K21     Fyrhed WL, K26    Fyrhed WL, K26     Fyrhed WD, K47      Fyrhed WD, K47 
      115° @ 3,5 bar         115° @ 5,0 bar      115° @ 3,5 bar       115° @ 5,0 bar      120° @ 3,5 bar       120° @ 5,0 bar  
 
 
 
 
 
 
 
        
     Fyrhed WE, K57      Fyrhed WE, K57     Fyrhed WF, K78     Fyrhed WF, K78 
       125° @ 3,5 bar       125° @ 5,0 bar       115° @ 3,5 bar        115° @ 5,0 bar       
 

 
  

 

 
 

 
 

 
 

      

      


